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A BALER FOR EVERY TASK.

Two basic models

New Holland offers two models of Roll-Bare Balers:
the Model BR6080 and the Model BR6090.

The dimensions of the bale they produce are the sam
which means that the difference is determined by yo
specific requirements: the number of bales you teave
roll, the width of the swaths or windrows, the afséhe
bales for silage, hay or bedding purposes or yeed n
to pack the silage as quickly as possible aftiémgol

The Roll-Bar! system, rely on it

Whatever the model or specification of the
Roll-Bare Baler, rotation bars, which become
embedded in the bale, ensure positive turning.
This allows the rolling of any crop, whatever its
condition, whatever the bale density required.



Perfect bale shape

A heavy-duty floor roll provides a sure
start for the bale, supporting it and
ensuring excellent appearance with good
weathering characteristics by gentle but
firm rotation during the formation process.
The core of the bale is softer than

the outside for good aeration.

Whatever you have to roll

New Holland Roll-Bare Balers can

be specified to suit your requirements.

There is choice of pick-up widths and feeding mgste
and if you have to cut the crop, the CropCuttere
system is available. You can choose your wrapping
material, pattern and operating system, and you
can even have an integrated silage wrapper.




Powerful bale formation

Premier bale formation in all crops is ensure
by a floor roll and a starter roller, together
with high tensile steel bale rotation bars.
This all results in early core formation

and positive rolling action in all crops

and conditions.
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More than wrapping
The Bale Command Pluse system provides informatiorBale shape indication
about major baler functions and controls the major  For optimum bale shape and density even

settings. For example: bale chamber filling &t/ri when operating in irregular windrows, the
near full bale warning, status of the wrappingrobnt Bale Command Pluse system provides a
actuator, bale ready for ejection, status of the bar graph indication of the bale chamber
CropCultters control system, total bale count, filling. For equal filling, the operator can
field bale count, twine bale count, net bale count, guide the baler according to the

cut bale count, the list is extensive and goes on. information displayed on bar graph.




More than a full day's baling

The standard baler carries three rolls
of net (one active and two stored).
Twine and net wrap balers can store up
to six twine balls in place of a net roll.

Increased bale protection

For outside storage of straw

bales New Holland Roll-Bar

balers can work with full width plastic
film. For silage baling the additional
plastic layers protect the crop and
can help improve silage quality.




BALING AND WRAPPING

IN ONE FIELD PASS.

Saving time and money

The New Holland BR6090 Combi reduces tractor, meachi
and manpower effort by combining baling and wrgppin

into one field process. Wrapping and unloadingpioe
while the next bale is made. Integrated electramids
hydraulics automatically move and wrap the bateawit
minimum of operator input. Compared to round baling
only, the combined operation only needs a few gdecon
more per bale. This is the time needed to transfer

the bale to the wrapper.

Increased silage quality

Wrapping bales as they leave the baler elimingtesare
in the field and loss of quality due to weatheditions.
Also, there is no chance for soil contamination.
Should one of the plastic film rolls run out, fiassible
to finish the bale wrapping cycle with one rolihi case,
the conveyor chain speed for the bale rotatiodaptad
to the single film application.







Rugged and manoeuvrable

The New Holland BR6090 Combi is designed andbobojierate

in rough conditions. A unigue 2off centre pivosigletandem axle
gives a low centre of gravity and exceptionallisgaiihe round
baler wrapper combination remains well balancedglbale
transfer, wrapping and unloading, even with &dildl in the bale-
chamber. With an overall width of only 2.75m dedgth of
6.20m, the New Holland BR6090 Combi can entemnarro
gateways and is easily reversed into confined space
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Firm bales

The Model BR6080 can be specified with a 2.00m wide
pick-up with 112 tines on four tine bars. Two studgers
bring the crop to the 1.40m wide crank type feeder,
which transfers it to the 1.20m wide bale chamber.
This narrowing of the crop's path helps produce

a bale with good side fill and square shoulders.

Double wrapping speed

The two separate twines of the Twin Twine wrapping
system cut wrapping time in half. Dispensers intred
the twines separately and apply them in steadgispir
Choice of system, choice of amount

The twine guides are activated by a cord or an
optional electric twine start feature. There is a
choice of three twine wrapping patterns.

Right density and perfect shape

The large diameter floor roll takes the crop effelar

of the pick-up ensures a good start to the batadtion
process. It also supports the weight of the balié gows
in the bale chamber. Rotation bars that becomedsabe
in the bale contribute to a positive rolling acfwaducing
bales that can be unrolled to the core.







| Standard O Optional at extra cost + Not available




NEW HOLLAND.

A natural growth factor.
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Your success - Our specialty
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